Thanks for your interest in GG&G Tactical Weapon Accessories and
our related products. We are proud to announce that 2012 is our
eighteenth year in this exciting business. GG&G is known for design-
ing and manufacturing innovative high quality tactical accessories.
Our customer service is geared to provide assistance to our custom-

ers in any way we can. | t 6s becaus

today we manufacture over 185 distinctive top of the line tactical
products, all of which we are proud to say are manufactured in Tuc-
son, Arizona -USA.

This packet includes important information on new GG&G products, a
few of our existing products we
few products that we do not manufacture but deserve your attention.
Also included is information on our current Best Value Packages.
They are definitely the smart way to buy optics!

We are very proud that our new products continue to reflect our com-
mitment to manufacture reliable, high quality tactical weapon acces-
sories. Our Lifetime Guarantee backs up that commitment 100%

In addition to the highest quality, you can always rely on GG&G prod-
ucts to provide outstanding tactical flexibility.

If you frequent the Internet, please periodically visit our website for
monthly sales specials, Best Value Packages and new product an-
nouncements.

Please contact us if you should have any questions.

GG&G

3602 E. 42nd Stravenue Tucson, AZ 85713
800-380-2540 FAX: 520-748-7583
E-mail: info@gggaz.com Website: gggaz.com
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Re-Designed Spring Actuated
A2 Back Up Iron Sight

Quicker Action & Less Expensive

In an effort to keep improving our product line, we have re-designed our A2 Spring Actuated BUIS
(Back Up Iron Sight). Not only is the action quicker, it still has all of the benefits of the original and is
less expensive too! Just like the original, the A2 Spring Actuated BUIS provides the operator with an
easy-to-install push button operated AR-15 flip up rear sight. The A2 sight stem not only springs into
an on target position with just the push of the actuator button, but it also locks solidly into the upright
on-target position. Another push of the button and the lock is released allowing you to set the A2
sight into the locked down position. The sight cannot be folded down without depressing the actuator
button located on the left side of the sight base. This totally eliminates the possibility of accidentally
lowering the sight. Equipped with the GG&G tactile grip windage knob, adjustments are easy and
precise.

The Spring Actuated A2 BUIS can be used as a stand-alone sight or in conjunction with one of our
interface rails. It can also be used as a co-witness iron sight with most red dot sighting systems.
Weighing in at under 2.4 ounces, it features the standard military A2-style double peep aperture
which allows for end user known point of impact. No need to retrain with this aperture. The sight has
a full range of windage adjustment. One click of the windage knob provides approximately 0.48 MOA
change when mounted on the M16A2E4 rifle and about 0.65 MOA on the M4 carbine. Initial zero is
set by adjusting the weapons front sight post. It is low profile so that when in the down position, it will
clear most optics. The mount body and sight stem are manufactured from solid billet 6061 T6 alumi-
num alloy and Type Il hard coat anodized in a non-reflective black mil-spec finish to provide combat
durability. All steel components are black manganese phosphated per mil-spec.

As an option you can request the XS same plane aperture, or Trijicon Tritium aperture be installed at

the factory. Except for these optional apertures, all components are standard M16A2 sight compo-
nents.

Spring Actuated A2 Back Up Iron Sight: GGG -1 005SAé$124. 95 @
%
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XDSi 2 Tactical Bipod

Has Both Panning & Canting Capability

25° degrees of
left and right cant.

Bipod pans 20° degrees left
and right of center.

Bipod legs will lock 45° degrees
forward to accommodate the terrain.
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XDS-2 Tactical Bipod:
Extremely rugged construction.
Tool-Less installation.
The XDS-2 Bipod has 20° degrees of panning capability to the left and right of the center position.
Panning mechanism has an easy to operate thumbnut tension adjustment.
The Bipod has 25° degrees of canting capability each side of center. Canting mechanism has an
easy to adjust thumbnut tension adjustment.

¢ Silent spring lock deployment capability.
Easy to operate elliptical thumbnuts are used at all adjustment points.

¢ The Bipod legs can be folded and locked in a full forward position, deployed and locked in a 45°
degree forward position, or deployed and locked in the standard straight down position.
When the Bipod legs are deployed and locked in the 45° degree forward position to accommodate
terrain conditions, the Bipod is 6" tall.
When the legs are deployed and locked in the straight down position they can be independently
adjusted from 8" to 10.25".
The Bipods legs of the XDS-2 Bipod can be used as a vertical grip.
The XDS-2 Bipod comes standard with tough rubber all weather and all terrain feet.
The feet are replaceable.
Manufactured from aircraft quality 6061 T-6 aluminum alloy with extreme duty connection points
and fasteners.
All aluminum components are bead blasted and Type Il hard anodized per mil-spec in a non-

refleCtive matte bIaCk con Ibat fir IiSI 1.

AMERICAN MRARDE

XDS-2 Tactical Bipod: GGG -1527¢é$190. 00




45° Offset Accessory Rall

Perfect For Mounting A Secondary
Mini -Red Dot Optic For Tactical Use Or
Three Gun Competition

45° Offset Accessory Rail:

Allows for small micro red-dot optics to be mounted at a 45 degree offset for close range engage-
ments.

Ambidextrous by design for right and left hand shooters.

The Offset Accessory Rail can also be installed on tactical forearms to mount flashlights and
lasers.

Mounts to a MIL-STD 1913 dovetalil rail.

Manufactured with an enclosed sidebar with a full one inch of dovetail engagement for secure
mounting.

The geometry of this low profile offset mount allows for Zero Cheek-weld shift while transitioning
between primary and secondary offset optics.

The 45 Degree Offset Accessory Rail is 2.5 inches long but only uses one inch of top rail for
mounting. It is manufactured with 5 cross-slot mounting locations to accommodate most micro
red-dot optics.

Manufactured to MIL-STD-1913 specifications and will accept accessories with Weaver or MIL-
STD 1913 mounts.

Lightweight at only 1.45 oz.

Manufactured from billet 6061 T-6 aluminum.

Type Il hard coat anodized in a non-reflective combat finish to meet mil-spec.

Fully deburred for the shooters safety.
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45° Offset Accessory Raill. GGG -1526¢é$24. 95
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SCAR Enhanced Charging Handle

Fits the MK16, MK17, MK20SSR,
MK16S And MK17S

SCAR Enhanced Charging Handle:

Hassle Free installation.

o Will fit the following SCAR models: MK16, MK17, MK20SSR and the commercial MK16S and

MK17S.

No more busted knuckles! Improved SCAR Charging Handle is angled to move the shooters hand
away from the rail or optics mount.

Can be mounted angle up or angle down. Care should be taken when installing the Enhanced
Charging Handle in the angle up position. Make sure the charging handle clears all accessories
before operating the weapon.

Can be mounted on either side of the weapon.

Easy to grasp, even with gloved hands.

No-Snag design.

Manufactured from 4130 ordnance steel

Manganese phosphated in a non-reflective combat finish per mil-spec.

SCAR Enhanced Charging Handle: GGG -1533é$25. 00
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ETI Under Foregrip Integrated Rail

AR15/M16 RIFLE HANDGUARDS
ETI UFIR)

Easily Installed
Does Not Require 3
Removal Of Handguard ’ v

Patent Pending Camming
Attachment Mechanism

Although the M4 configured weapon system is extremely popular today, we have had many re-
guests from our customers to manufacture a MIL-STD-1913 Under Forearm Integrated Rail for the
AR15/M16 Rifle. The GG&G ETI UFIR is in response to those requests. What makes it extremely
unique, is that it can be installed into the vent holes of the lower handguard without removing it
from the weapon. In addition, no backing bushing, nut-serts or miscellaneous fasteners of any kind
are required. The integral camming attachment system allows the rail to be easily installed and
removed with a flat tip screwdriver without any alteration to the handguard.

The ETI UFIR at just over 5 inches long is manufactured from 6061-T6 aluminum alloy and is Type
Il hard-coat anodized matte black to mil-spec. All steel components are manganese phosphated

black. Lightweight at only 1.9 oz, the GG&G ETI UFIR provides the end user with a MIL-STD-1913
dovetail on the lower handguard to mount a flashlight, bipod or other ancillary equipment.

ETI Under Foregrip Integrated RalGGG -1 120é $35. 50

B

AMERICAN MADE




